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Abstract We study the problem of localizing and tracking
in a confocal laser scanning microscope a single fluorescent
particle diffusing in three dimensions. The position of the
particle is estimated from a collection of intensity measure-
ments using a novel analytical algorithm. This estimator is
then combined with a tracking algorithm based on a linear
quadratic Gaussian controller to steer the detection volume
of the microscope and follow the molecule. The feasibility
of the approach is demonstrated through numerical simula-
tions. These results indicate that, in such a system, tracking
in three dimensions of a particle moving with a diffusion
constant larger than 1 um?/s is possible without the need
for additional sensors or lasers.

PACS 87.64.mk - 87.64.kv - 87.80.Nj

1 Introduction

The ability to follow the dynamics of a single fluorescent
particle has become a vital tool in molecular biology. The
applications of single particle tracking techniques are wide
ranging and include, among many others, the study of the
process of infection by an influenza virus [1], the dynam-
ics of molecular motors such as kinesin and dynein [2], and
the motion of RNA molecules in bacterial cells [3, 4]. The
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range of applications of single-molecule techniques contin-
ues to expand and further examples can be found in recent
reviews [5, 6].

Most methods to date for single-particle tracking rely
on the use of wide field fluorescence microscopy and CCD
cameras. Individual molecules can be localized in an im-
age frame with nanometer accuracy [7] and a temporal res-
olution on the order of a few milliseconds. This approach
is generally limited to motion in the focal plane. To extend
this to three dimensions, images at different axial positions
can be acquired and these stacks analyzed as a function
of time to determine three-dimensional trajectories. Doing
so, however, reduces the temporal resolution to the range
of seconds [8]. By de-focusing, limited tracking in the ax-
ial direction with a temporal resolution of 100 ms has been
achieved [9].

Recently, several researchers have developed tracking
controllers that steer the detection volume of a single or
multi-photon confocal microscope to track a fluorescent par-
ticle. Many schemes are built around a modulation scheme
originally introduced by Enderlein [10]. Under this ap-
proach, the detection volume is moved rapidly around a cir-
cle and the resulting fluctuations in the intensity of the flu-
orescence signal reveal the location of the source particle.
Tracking is achieved by wrapping a controller around this
signal [11-14]. Using a variation of this scheme, involv-
ing two excitation beams focused to different axial posi-
tions, three-dimensional tracking of quantum dots moving
with diffusion coefficients of 20 um?/s has been achieved
[15]. Alternative approaches include using multiple detec-
tors to generate feedback signals [16—18] and using estima-
tion theory coupled with a nonlinear control algorithm [19].
An overview of the state of the art can be found in a recent
review article of progress in single molecule tracking spec-
troscopy [20].
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In this paper we design a linear controller to track a flu-
orescent particle diffusing in three dimensions. We do not
move the focal point around a circle to generate estimates
of the position. Rather, we utilize a novel algorithm devel-
oped by the authors [21, 22] that can determine the three-
dimensional position of a fluorescent molecule from as few
as four measurements. The location of these measurements
is specified with respect to a common center. A tracking con-
troller based on linear quadratic Gaussian theory is then de-
signed to drive this center to the position of the fluorescent
particle. Unlike other approaches for tracking in three di-
mensions, the scheme does not require an additional excita-
tion laser nor additional detection hardware. It can be imple-
mented on a variety of different actuators, including sample-
actuated systems in which the sample is moved through the
detection volume using a three-dimensional nanopositioning
stage and beam-steering systems utilizing galvanometers or
acousto-optic modulators to direct the excitation beam in
the focal plane combined with a piezoelectric actuator to
move either the objective or the sample along the optical
axis.

This work focuses on trajectory generation and ignores
the details of the dynamics of the actuators typically used
to move the sample or to steer the beam. While control of
piezoelectric actuators for both high speed and high preci-
sion is challenging, recent advances in the control of such
devices have shown that nonlinearities such as hysteresis
and creep can be overcome, allowing control at rates even
beyond the resonant frequency of the device [23-25]. For the
purposes of presenting the high-level algorithm discussed
here, we therefore assume that a low-level controller is used
that can drive the actuators to follow faithfully the trajecto-
ries produced by the tracking controller introduced in this

paper.

2 System model

We model the motion of the fluorescent particle as a ran-
dom walk in three dimensions. Let x,,[k] € R? denote the
position of the molecule at time step k. Then

Xmlk 4+ 11 = xpulk] + V2D Atv[k], (1)

where D is the diffusion constant, Az is the duration of the
time step, and v[-] is a zero-mean, unity-variance Gaussian
white noise stochastic process.

At each time step we will collect a set of intensity mea-
surements from a constellation of positions defined relative
to a common point x.. As discussed in Sect. 3, this collec-
tion of measurements will be used to generate an estimate
of the position of the fluorescent particle. Noise in the mea-
sured intensities (primarily from background fluorescence
and shot noise in the detectors) will propagate through the
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localization algorithm, yielding a stochastic estimate. For
the purposes of control, we will model this as a direct mea-
surement of the position of the fluorescent particle corrupted
by noise,

Ymlk] = xp [k] + wlk], (2)

where w[-] is a zero-mean Gaussian white noise process
with variance X,,,,. The statistics of w[-] are determined by
the estimator in Sect. 3.

The goal of the controller will be to drive the point x, to
track the fluorescent particle. Since we are free to determine
Xx¢, we describe its evolution as

Xelk + 1] = xc[k] — ulk], (3)

where the sign on the input #[-] was chosen to yield a posi-
tive sign in the error dynamics in (5) below. Define the error
as

elk] = xm[k] — xc[k]. €]
The error dynamics are then given by

elk + 11 =xp[k + 11 — x.[k + 1]
= xplk] — xc[k] + ulk] + V2D Atv[k]
=e[k] +ulk]+ V2D Atv[k]. &)

Similarly, we define the measurement of the error as y, =
Ym — X¢. Using (2) and (4), we have

Yelk] = e[k] + w[k]. (6)

Tracking is achieved by driving the error system defined
by (5) and (6) to zero.

3 Position estimation

In a confocal or multi-photon setup, intensity measurements
are obtained sequentially. The control-loop time, and thus
the temporal resolution, of a feedback tracking scheme is
directly related to the time it takes to generate an estimate of
the position of the molecule. Several algorithms exist for ac-
curate localization in a wide-field image of a sub-diffraction-
limit fluorescent particle, with Gaussian fitting being one of
the most effective [7, 26]. Such approaches are typically lim-
ited to two dimensions and require a substantial amount of
data for accurate results and are therefore not well suited
for real-time feedback control in a confocal microscope.
Schemes that utilize fluctuations in the measured intensity
as the excitation source is moved rapidly around a known
pattern still require a relatively large number of measure-
ments collected over multiple cycles of the detection vol-
ume around that pattern [12], although the signal can be
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processed using a lock-in amplifier to quickly provide the
estimate [15].

In this work we take advantage of an algorithm previ-
ously developed by the authors [21, 22]. The algorithm,
inspired by the Bancroft algorithm used for determining
the position of a receiver in the Global Positioning System
(GPS), views each intensity measurement as yielding a mea-
surement of the range to the fluorescent particle. Thus, in the
absence of noise, a single measurement generates a sphere,
centered on where that measurement was taken, on which
the fluorescent particle must be. Two measurements produce
two such spheres and the fluorescent particle must be on the
intersection of the two. Since the maximum intensity is not
known a priori, four such measurements are necessary to
generate a unique solution in three dimensions. Additional
measurements reduce the error due to noise. While similar in
spirit to approaches that utilize additional detectors to sense
the position of the fluorescent particle [16, 18], this scheme
does not require any additional hardware.

We give here a brief outline of the algorithm; details
can be found in [21]. The measured intensity /; at a point
(xi, vi, zi) due to a fluorescent particle at (xq, yo, zo) is mod-
eled according to a Gaussian function [8]

(xi —x0)* (i

—y0)? (@i— z0)2>

202 - 207 20,

l; = mexp(—
+ 1B + ns. @)

Here np denotes noise due to background fluorescence and
ns denotes shot noise in the detectors. The spreads oy, oy,
and o, can either be estimated using expressions for the full-
width at half-maximum of the point-spread function or mea-
sured experimentally. Through appropriate scaling of the
axes, we can without loss of generality assume that these
are all equal (see [21]). Collecting a set of n intensity mea-
surements from different locations in space leads to a linear
system of the form

X0
B Yo
20
b

=o+ Ae, (8)

where B is a (known) n x 4 matrix collecting the positions
of the measurements, « is a (known) n x 1 vector gener-
ated from the intensity measurements /; and the positions
at which those measurements were collected, e is an n x 1
vector of all ones, A is an unknown scalar depending on the
position of the source molecule, (xg, Yo, z0), and b is an un-
known scalar depending on the maximum intensity of the
particle. Applying the Moore—Penrose inverse [27] to (8)
and then pre-multiplying by a matrix to isolate the position
(x0, Y0, zo) on the left-hand side, we find an analytical solu-

tion given by
xo Yo 20T =0Ba, )

where BT = (BTB)~! BT is the Moore—Penrose inverse and

—_ O O
S O O

10
o=10 1
0 0

Note that there are four unknowns in the system (8). As a
result at least four measurements from different locations in
space are needed to ensure that B is full rank. Additional
measurements reduce the variance of the estimator. Regard-
less of the number of measurements, the algorithm requires
only matrix multiplications and the inversion of a 4 x 4 ma-
trix.

4 Optimal LQG controller design

Consider a discrete-time linear system of the form

(10a)
(10b)

Xky1 = Axg + Buj + v,
Yk = Cxg + wy,

where v[-] is a zero-mean input noise process with covari-
ance X,, and wy is a zero-mean measurement noise process
with covariance X,,,,. The linear quadratic Gaussian (LQG)
controller combines a linear quadratic regulator (LQR) that
minimizes a quadratic cost function of the state with a
Kalman filter that produces the minimum-variance estimate
of the state [28].

We apply this control framework to the linear model de-
rived in Sect. 2 of the evolution of the error:

elk + 1] = e[k] 4+ ulk] + 2D Atv[k]
Yelk] = e[k] + w[k].

(11a)
(11b)

4.1 LQR controller

An LQR controller seeks to minimize a cost function of the
form

J = (e"k1Qelk] + u" [k]Ruk]). (12)
0

where Q is a weighting matrix on the cost of the error and
R is a weighting matrix on the cost of the control. We take

1 00 1 00
QO=al|0 b 0], R=d|0 1 0], (13)
0 0 ¢ 0 0 1

where we allow the weights in the y- and z-directions to
be tuned based on the beam waists in those directions. The
choice of d allows us to alter the relative weight of the cost
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of control against the need to drive the error to zero. Ac-
cording to standard infinite-horizon LQR theory, the optimal
linear feedback controller has the form

ulk] = —Ke[k], (14)
where the feedback gain for the system in (11) is
K=P+R'P. (15)

Here P is the solution to the discrete-time algebraic Riccati
equation, which, for the system (11), takes the form

Q=P(R+P)'P. (16)

Given the diagonal weighting matrices (13), the above equa-
tions can be explicitly solved, yielding

a++/a’+4ad 0 0
a+d++/a*+4ad
K — 0 b++/b%+4bd
btd+~/ b2 +4bd
0 0 c+A/c2+4cd
ctd+/+ded

7)

In the error system defined by (11), the state itself is not
available and thus cannot be used in the optimal control (14).
The LQG controller replaces the state feedback by an esti-
mate of the state generated by a Kalman filter.

4.2 Kalman filter

The Kalman filter is a minimum-variance, unbiased filter. In
one standard formulation, it consists of a prediction phase in
which the system model is used to propagate the mean and
covariance of the system state, followed by an update phase
in which the estimate is refined using the current measure-
ment. Let e[k + 1]k] and P[k + 1|k] denote the mean and
covariance of the error at time k + 1 using information up
to time k. The mean and covariance are propagated from the
previous values according to

elk + 1|k] = e[k|k] + ulk],
Plk + 1|k] = P[k|k] 4+ 2D AtI,

(18a)
(18b)

where I is a 3 x 3 identity matrix. They are then updated
based on the new measurement y[k + 1] according to

elk + 1|k + 1] = e[k + 1k] + G[k + 11z[k + 1], (19a)
Plk+ 1]k + 11=(I— Gk + 1]) P[k + 1]k, (19b)
where the Kalman gain is

Glk + 11= Pk + UKI(PIk + 1/k] + Suu) " (20)
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and the innovations, z[k + 1], are the error between the ac-
tual and predicted values of the measurement:

2Lk + 11 = yelk + 1] — [k + 1]k]. @1

Note that the evolution of the Kalman gain in (20) and of the
covariance in (18b) and (19b) do not depend on the measure-
ments. It can be shown that both converge to steady-state
values G, and Py. Because the filter defined by (18) and
(19) is stable, any error in the initial conditions dies away. In
practice, if no prior information on the initial error is known
then the filter is typically initialized with e¢[0]|0] = 0 and with
P[0|0] = Po.

5 Numerical simulations

In order to demonstrate the feasibility of the proposed ap-
proach and to provide guidance on choosing the number
of measurements to use in the position-estimation step, we
constructed a numerical simulation in the Matlab environ-
ment. The motion of a single diffusing particle fluorescing
at a wavelength of A = 507 nm (the emission wavelength
of the enhanced green fluorescent protein (EGFP)) was sim-
ulated. The intensity measurements were modeled accord-
ing to (7) with ox =0, =0.2155 um and o, = 0.5818 pm.
These values were chosen according to the full-width at
half-maximum (FWHM) corresponding to the first mini-
mum of the intensity function in the three principal direc-
tions for a 1.2 N.A. objective lens (see e.g. [29]). The back-
ground fluorescence rate was set to 1 photon/ms while the
source molecule was set to a fluorescence rate of 50 pho-
tons/ms. The initial position of the fluorescent particle was
set to be the origin. The position of the particle was updated
according to (1) after each measurement; thus, the particle
moved multiple times inside each control-loop period.

The standard deviation of the position estimator defined
by the fluoroBancroft algorithm was set to o, = 100 nm,
yielding ¥, = al%H. Note that in the LQG controller, a small
value of oy, leads to a higher weight being given to each in-
dividual measurement. The value of 100 nm was chosen em-
pirically. The weights for the LQR controller were selected
somewhat arbitrarily asa =b=c=1and d = 0.01.

The measurement constellation was chosen through hand
tuning to improve the tracking performance of the scheme.
The constellation was defined by a grid centered on the cur-
rent value of x. (see Fig. 1). One unit in the grid was set to
d = 100 nm and points were chosen in the order shown in
the figure. That is, for an eight-measurement constellation,
points indicated by 1-8 were used in each measurement cy-
cle. Three points (points 6-8) were taken to be a distance of
2d =200 nm along the x-, y-, and z-axes, respectively, and
are not shown in the figure.
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In Fig. 2 we show a sample run in which a molecule is dif-
fusing with D = 0.5 um?/s. Six measurements were used to
generate the position estimate. Each measurement was taken
for 1 ms, leading to a control-loop time of 6 ms. The trajec-
tory of the particle is shown in Fig. 2a, clearly indicating
its diffusive behavior. Figure 2b shows the magnitude of the
actual error between the position of the particle and the po-
sition of x. while the errors in the individual axes are shown
in Fig. 2c. Note that the tracking in the axial (z) direction
was poorer than in the lateral directions. This arises from the
larger value of o, leading to poorer estimation in this direc-
tion. The mean of the error magnitude over this two-second
run was 154 nm with a standard deviation of 66.9 nm. The
mean of the measured intensity over the two-second run was
38 counts.

Fig. 1 The measurement constellation was defined by a grid with
spacing of d = 100 nm. Three points were taken to be 200 nm away
along the x-, y-, and z-axes and are not shown in this figure

5.1 Effect of number of measurements in position estimate

Increasing the number of measurements used in each posi-
tion estimate has two competing effects. First, as the number
of measurement points is increased, the accuracy of the flu-
oroBancroft estimation improves. This in turn leads to im-
proved performance of the tracking algorithm. Second, as
the number of measurement points is increased, the control-
loop time also increases. The diffusing particle thus moves
more during each control cycle. This reduces the perfor-
mance of the tracking algorithm, since the fluoroBancroft
estimator assumes that the particle is fixed during the mea-
surement sequence.

To investigate the effect of using different numbers of
measurements in each position estimate, we simulated a
particle diffusing with a coefficient of D = 0.5 um?/s and
fixed the measurement time to be 1 ms. The mean error and
standard deviation over two seconds of tracking were deter-
mined as a function of the number of measurements used
in each estimate (from four to 27). The results are shown
in Fig. 3. There was a slight improvement in both the mean
error and the standard deviation in the error as the number
of measurements increased from four to five. As additional
measurements were added, the performance degraded. Note
that the results in this figure are only from successful runs
in which the particle was tracked for the full two seconds.
Above 20 measurements the assumption that the particle
was fixed during the measurement sequence was poor and
multiple runs were needed to track over the full two seconds.

5.2 Effect of measurement time
Increasing the measurement time for a fixed number of mea-

surements also has two competing effects. First, a longer
measurement time yields a larger signal to noise ratio. This
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i 500,
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a Molecule trajectory b

Fig. 2 Sample run of tracking a particle diffusing with D =
0.5 um?/ms. Six measurements were used in the fluoroBancroft al-
gorithm to generate an estimate of the position of the molecule. The
control-loop time was At = 6 ms. As expected, the error in the axial

1000 1500 2000 _gp0
time (ms) 0
Error magnitude C

500 1000 1500 2000
Errors in each axis

direction was larger than in the lateral directions. The mean of the
magnitude of the error throughout the run was 154 nm (red dotted line)
with a standard deviation of 66.9 nm (black dotted lines)
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Fig. 3 Mean error over one second as a function of the number of
measurements used in the position estimate. Error bars indicate the
standard deviation in the error. The particle diffusion coefficient was
D = 0.5 um?/s and the measurement time was 1 ms at each constella-
tion point. The results indicate that best performance is achieved when
fewer measurements are used

in turn increases the accuracy of the estimate of the posi-
tion of the molecule produced by the fluoroBancroft algo-
rithm. As this time is increased, however, the assumption
that the particle is fixed becomes increasingly violated since
the molecule is continually moving. To explore these com-
peting effects, we simulated a particle diffusing with D =
0.5 um?/s, fixed the number of measurements per update
to five, and varied the measurement time from 0.2 to 5 ms.
The mean error and standard deviation over two seconds of
tracking as a function of the measurement time are shown in
Fig. 4. The tracking performance improved slightly as the
measurement time was increased from 0.2 to 0.5 ms and
then began to degrade with increasing measurement time.
As before, these results represent only successful runs. For
measurement times above 4 ms, multiple trials were needed
to yield a successful run.

5.3 Tracking limits

To investigate the performance of the algorithm as a func-
tion of the diffusion constant, simulations were performed
in which the diffusion constant was varied from 10~ to
10 um?/s. Based on the results of the earlier simulations,
five measurements were used in each estimate. One run
was done with the measurement time set to 1 ms and an-
other with the measurement time set to 5 ms. Tracking was
deemed successful if the particle was tracked for two sec-
onds. The results are shown in Fig. 5.

With the shorter measurement time, tracking was suc-
cessful up to D =2 um/s?. The mean error was constant
for very small values of the diffusion constant, while, above
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Fig. 4 Mean error over two seconds of tracking as a function of the
amount of time spent on each measurement. The particle diffusion co-
efficient was D = 0.5 um?/s and five measurements were used in each
measurement cycle. The accuracy improved as the measurement time
increased from 0.2 to 0.5 ms and then remained relatively constant until
approximately a 1-ms measurement time. After that the error increased
approximately linearly
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Fig. 5 Mean error over two seconds of tracking as a function of the
diffusion coefficient. Five measurements were used in each measure-
ment cycle. The blue circles represent a run with a measurement time
of 1 ms while the red diamonds represent an integration time of 5 ms.
Using the shorter measurement time, the scheme was able to track par-
ticles moving at up to 2 um? /s, while the longer measurement time
was able to track up to 0.7 um?/s. For very small diffusion constants,
the shorter measurement time is less accurate, with an average error of
7.9 nm across diffusion constants from 10~ to 107 um?/s, as com-
pared to an average error of 3.6 nm when the longer measurement time
was used. Note that the error at larger D indicates only that tracking
was lost

107> um? /s, the error increased exponentially with increas-
ing D until tracking failed. The same trend occurred for the
longer measurement time, but tracking was successful only
up to D = 0.7 pm?/s.
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At very low values of D, the particle is essentially fixed
and the tracking error reflects the estimation error in the flu-
oroBancroft algorithm. The average error across values of D
lower than 107> um? /s was 3.6 nm when the measurement
time was 5 ms, as compared to 7.9 nm when the measure-
ment time was 1 ms.

6 Conclusions

In this paper we described and numerically studied a scheme
for tracking a single fluorescent particle in a confocal mi-
croscope. The approach couples a position estimator with a
LQG regulator to achieve tracking. The simulation results
are encouraging and suggest that tracking of molecules dif-
fusing in three dimensions with diffusion constants larger
than 1 um/s? can be achieved using this scheme.

The simulations utilized a fixed measurement pattern that
in practice would likely be replaced by a continuous sweep
of the excitation source through a path defined by the de-
sired measurement locations. The path should be chosen to
optimize the accuracy of the position estimation as well as to
ensure that the actuators can faithfully follow the trajectory.
The optimal design of this path is an interesting and open
question.
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